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water-flow indicator shall be removed 
and inspected. 

(d) A microprocessor-based event re-
corder with a self-monitoring feature 
equipped to verify that all data ele-
ments required by this part are re-
corded, requires further maintenance 
only if either or both of the following 
conditions exist: 

(1) The self-monitoring feature dis-
plays an indication of a failure. If a 
failure is displayed, further mainte-
nance and testing must be performed 
until a subsequent test is successful. 
When a successful test is accomplished, 
a record, in any medium, shall be made 
of that fact and of any maintenance 
work necessary to achieve the success-
ful result. This record shall be avail-
able at the location where the loco-
motive is maintained until a record of 
a subsequent successful test is filed. 

(2) A download of the event recorder, 
taken within the preceding 30 days and 
reviewed for the previous 48 hours of 
locomotive operation, reveals a failure 
to record a regularly recurring data 
element or reveals that any required 
data element is not representative of 
the actual operations of the locomotive 
during this time period. If the review is 
not successful, further maintenance 
and testing shall be performed until a 
subsequent test is successful. When a 
successful test is accomplished, a 
record, in any medium, shall be made 
of that fact and of any maintenance 
work necessary to achieve the success-
ful result. This record shall be kept at 
the location where the locomotive is 
maintained until a record of a subse-
quent successful test is filed. The 
download shall be taken from informa-
tion stored in the certified crash-
worthy crash hardened event recorder 
memory module if the locomotive is so 
equipped. 

[45 FR 21109, Mar. 31, 1980, as amended at 66 
FR 4192, Jan. 17, 2001; 70 FR 37940, June 30, 
2005] 

§ 229.29 Biennial tests. 
(a) Except for the valves and valve 

portions on non-MU locomotives that 
are cleaned, repaired, and tested as pre-
scribed in § 229.27(a), all valves, valve 
portions, MU locomotive brake cyl-
inders and electric-pneumatic master 
controllers in the air brake system (in-

cluding related dirt collectors and fil-
ters) shall be cleaned, repaired, and 
tested at intervals that do not exceed 
736 calendar days. The date and place 
of the cleaning, repairing, and testing 
shall be recorded on Form FRA F 6180– 
49A, and the person performing the 
work and that person’s supervisor shall 
sign the form. A record of the parts of 
the air brake system that are cleaned, 
repaired, and tested shall be kept in 
the carrier’s files or in the cab of the 
locomotive. 

(b) At its option, a carrier may frag-
ment the work required by this sec-
tion. In that event, a separate air 
record shall be maintained under a 
transparent cover in the cab. The air 
record shall include the locomotive 
number, a list of the air brake compo-
nents, and the date and place of the in-
spection and test of each component. 
The signature of the person performing 
the work and the signature of that per-
son’s supervisor shall be included for 
each component. A duplicate record 
shall be maintained in the carrier’s 
files. 

§ 229.31 Main reservoir tests. 
(a) Before it is placed in service, each 

main reservoir other than an alu-
minum reservoir shall be subjected to a 
pneumatic or hydrostatic pressure of 
at least 25 percent more than the max-
imum working pressure fixed by the 
chief mechanical officer. The test date, 
place, and pressure shall be recorded on 
Form FRA F 6180–49A, block eighteen. 
Except as provided in paragraph (c) of 
this section, at intervals that do not 
exceed 736 calendar days, each main 
reservoir other than an aluminum res-
ervoir shall be subjected to a hydro-
static pressure of at least 25 percent 
more than the maximum working pres-
sure fixed by the chief mechanical offi-
cer. The test date, place, and pressure 
shall be recorded on Form FRA F 6180– 
49A, and the person performing the test 
and that person’s supervisor shall sign 
the form. 

(b) Except as provided in paragraph 
(c) of this section, each main reservoir 
other than an aluminum reservoir shall 
be hammer tested over its entire sur-
face while the reservoir is empty at in-
tervals that do not exceed 736 calendar 
days. The test date and place shall be 
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